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Ontario, California • Ultralink/XLO Products, Inc., an innovative and prolific manufacturer of award-winning audio and video interconnects, cables and AC power products introduces the solution of the year, the UltraVue™ HDMI cable. 

UltraLink UltraVue • One Remarkably Long HDMI Cable!
Ultralink® UltraVue™ HDMI runs 80-feet (and can do double that) at full 1080p! No EQ, no amplifiers, no power supplies, just the high performance solution of the year! Anywhere you need long uninterrupted HDMI runs you’ll find UltraVue ideal. It’s the longest running HDMI cable you can buy, and joins the wide variety of other HDMI cables of every stripe that we offer.

UltraVue features four high-frequency transmission lines instead of the usual two, each line comprised of two exactly equal-length conductors in parallel. The high-frequency conductors are insulated and surrounded by two shields of varying materials and a ground wire runs between them. Results are astounding; extremely low capacitance, very low signal attenuation, high signal transmission stability and excellent reliability making UltraVue ideal for long distance runs of over 20 meters/65-feet with absolutely no increase in capacitance. We’ve even run two 80-foot lengths attached with our HD-RPT Active HDMI Repeater and achieved stunning results! We offer HDMI solutions for every budget and every job where looks count as much as performance.

1. High-frequency conductors silver-coated copper-clad steel wire for high tensile strength
1. Low-frequency conductors and ground UP-OCC copper (Ultra-Pure Ohno Continuous Cast) 
1. Insulation • TPE (thermoplastic elastomer) or PE (polyethylene)
1. High-frequency transmission line includes multiple conductors of exactly equal length in parallel
1. “Electrical strands” formed of multiple high-frequency and low-frequency conductors plus low-capacitance spacers
1. Shield 1 • Metal-foil type
1. Shield 2 • Braided UP-OCC and silver-plated copper conductors in a proprietary weave
1. Jacket • c(UL) Listed, CL3/FT4-rated, flame retardant PVC 

Ultralink has you covered!
ULTRALINK/XLO PRODUCTS, INC. 1951 South Lynx Avenue Ontario, California, U.S.A. 91761 
Tel: (909) 947-6960 Fax: (909) 947-6970 Web: www.ultralinkproducts.com
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